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Dalian Golden CNC Group Co.,Ltd.
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In case of our standard nut connecting size, the dehvery Wﬂl be quicker and lower price, they are
encouraged to be ordered. For your special requirements, please provide the below particulars:
Ball screw nominal diameter;
Total length of ball screw, screw length;
Ballscrew axial end shape size, shape tolerance;
Nut installation size,direction;
Desired accuracy degree;
Direction aim value if any;
Working load, pre—clamping force, revolution;
Other requirements
We recommend that pre—clamping force is subject to 1/3 of average axial load or 1/10~1/15 of
max.dynamic load.
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outer circulation pipe, double nut spacer
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3 layers loading steel balls, positioning

L B R (B R ARG, S48 R AMEHEC) ball screw pairs, accuracy degree No.3
—— AR
- (Ef BRI USAGE PRECAUTIONS

CHPERE, IR, R LATRIE R b, UAERE . RERIHRE S R T,

. BRI R AT IR E R T, PR AL B R B R B AR

. BRZMAIAERAY, BRERABNGE, LR ERCE R E B E,

« IMEMRBR 2 AR 225 598 TR 43 PR FF 17 A,

. BRIEERAATRIA G PR BISh, ShEE M LALRI MM B, DIRIkbr, 24t N 22AL,
 RBREALRI TN BOREL, M, PR B R R )&

- ABATREAATRRAMEEC, W7 R AR R 15 B R,

. No bump/touch, No disassembly any components during installation,testrun, running.

2, To avoid the nuts exceeding the rolling surface of ball screw, some protection device is necessary
to keep the nuts in.

3. Ball screw can not make self—locking and the concerned device is needed if necessary.

4, Guiding pipe should be keep in the upper position when outer circulation ball screw pairs is installed.

5. Besides the anti—dust ring of ball screw pairs, the out—stretching part should also assemble protection
device to avoid any particle, mixture .

6. Ball screws should be assembled,maintained by specialized staffs, the users should consult the
manufacturer in case of necessity.

7. The compensation value C ,within the effective traverse distance, can be put forward based on the
operation situation by the customer.
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本公司有标准螺母联接尺寸，请尽可能依照此标准配合设计，不但交货期短，价格也较低，也可依照贵公司的特别设
计要求而制造，订购时请提供下列资料；
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